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Amendments to the Specification 



Piease amend the current version of the third paragraph on page 2 
starting at line 18 as follows (amended in September 25, 2008 response). 

BRIEF SUMMARY OF THE INVENTION 

According to a first aspect of the present invention there is provided a kettle 
assembly for soup comprising a kettle part and a separate lid, characterised in that 
the kettle part comprises a cylindrical outer container and a cylindrical inner 
container fitting inside said outer container, said inner container having therein a 
vertical separating plate, such that at least two compartments are formed and that 
the lid i s not attach e d to th e kettle part by moans of a hingo and wh e r e in tho l id 
compr i s e s has two parts connected bv a hinge d i v i ding tho l i d into two parts , such 
that each of the compartments of the inner container can be opened separately. 



Please amend the current version of paragraph 2, page 4 as follows 
(amended in September 25, 2008 response). 

This invention will now be described in more detail with reference to the drawings 
showing embodiments according to the various aspects of this so invention. 
In all the drawings like reference numerals designate like functional parts. Refening 
to Figs. 1 to 3, the kettle assembly for soup comprises a cylindrical outer container 
(1) and a cylindrical inner container (2) which fits inside said outer container. The 
inner container has fitted therein a vertical separating plate (3), such that at least two 
compartments are formed. Furthemriore, the separate lid (4) comprises two parts (8 



2 



Attorney Docket No.: 

Serial No.: 

Filed: 

Confirmation No.: 



F7708(V) 
10/559,587 
December 2, 2005 
2710 



and 8') connected bv a hinge (5), such that each of the compartments of the inner 
container (2) can be opened separately. 

Please amend the twro new paragraphs inserted in the September 25, 
2008 amendment to the specification after the original second paragraph on 
page 4 ending at iine 18 as follows. 

With r e f e r e nce to Fig. 1 , th e li d ( 4 ) i s not hingab l y attach e d to th e k e tt le part wh i ch 
compr i ses th e cyl i ndrica l out o r container (1) and cylindr i ca l i nn e r containor (2), i.o., 
the l id i s not attach e d to e i th e r th e cy li ndrica l out e r contain e r or to th e cyl i ndr i ca l 
i nn e r cont ai n e r by m e ans of any hing e . A h i nge (5) div i d e s the l id i nto two parts (8 

The separate lid (4) shown in Fig. 1 also includes three handles (9, 9' and 10). 
Handles (9) and (9') are located on lid parts (8) and (8') respectively and a third 
handle (10) is located over the hinge (5). - 
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